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It’s time to expect 
more from lighting 

than just light.



I N D I R EC T  T R O F F E R S
USL-ITR1F 

Perfect for office areas with 
dropped ceiling

I N T EG R AT E D  T- B A R  C E I L I N G 
L I N E A R  F I X T U R E   USL-TB1F

Fun alternative to regular troffers in 
office environments

S E M I -T R A N S PA R E N T  I - B E A M 
L I N E A R  F I X T U R E   USL-STI1F   

Gorgeous fixtures for areas that 
need to be impressive

S L I M  S H O E B OX  P O L E  L I G H T
USL-SB1B  

Suitable for parking lot illumination

E L EC T R O N I C  M E S SAG E  C E N T E R
USL-EMC1V  

Ideal for promotions either inside or 
outside

F L AT  PA N E L  T R O F F E R 
USL-STR2C

Perfect for office areas when 
balancing natural light sources

S E M I -T R A N S PA R E N T  U P/ D OW N 
L I N E A R  F I X T U R E   USL-STL1F  

Unique alternative over reception 
areas or in conference rooms

S L I M  L I N E A R  WA L L  WA S H E R
USL-WWS1K

Used to uplight a building from the 
outside, either in white or colors

W R A PA R O U N D  ST R I P  L I G H T
USL-SLED1R  

Suitable for storage and utility 
areas as well as task lighting

LOW  B AY
USL-LB1B   

Great solution for lighting 
warehouses

R OTATA B L E  WA L L  PAC K
USL-RWP1G 

Used to light outdoor exits and 
walkways



I N D I R EC T  T R O F F E R
 Ă Modern design with transparent optics
 Ă Available in 2x2 and 2x4 sizes and 10V 
dimmable

 Ă Edge lit for indirect light

CC T  F L AT  PA N E L   
T R U -T U N E  T R O F F E R   

 Ă Ultra-thin panels provide low-glare and   
uniform light

 Ă Available in 1x4, 2x2 and 2x4 sizes
 Ă Color tuning allows control from 
3000K-5500K through the day

 Ă Human Centric Lighting 

LOW B AY
 Ă Die-cast aluminum body has integrated heat 
sink for thermal management

 Ă Hook or junction box mounting
 Ă Occupancy sensor and dimming 
optional

 Ă IP65 rated to resist dust and water 
intrusion

W R A PA R O U N D  ST R I P 
L I G H T

 Ă 4 ft and 8 ft lengths can be pendant  
or sur face mounted

 Ă Sensors and emergency back-up 
available 

 Ă Dimming standard with frosted lens  
to reduce glare 

S E M I -T R A N S PA R E N T 
I - B E A M  L I N E A R 
F I X T U R E

 Ă Pendant light has a translucent sur face  
when unlit

 Ă Four-sided light output for both  
direct and indirect lighting

 Ă Beautiful profile for an impressive 
conference room look 

I N T EG R AT E D  T- B A R 
C E I L I N G  L I N E A R 
F I X T U R E

 Ă Replaces sections of the grid in a 
suspended ceiling

 Ă Create flexible and interesting  
l ighting layouts

 Ă Available in 2 f t and 4 ft segments 
in two widths
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S E M I -T R A N S PA R E N T 
U P/ D OW N  L I N E A R 
F I X T U R E

 Ă I l lumination sur face on this pendant is 
translucent when off

 Ă Provides both up and down light in multiple 
lighting distribution options

 Ă Multiple fixtures can be daisy chained 
together with one power source

 Ă Optional color tuning version

E L EC T R O N I C  M E S SAG E 
C E N T E R

 Ă Direct-view LED displays are great for indoor  
and outdoor applications

 Ă Dynamic nature allows signage to be 
updated on-demand

 Ă Front-serviceable modules simplify 
maintenance

S L I M  S H O E B OX  P O L E 
L I G H T

 Ă High efficiency LED driver and high lumen 
efficiency

 Ă Optional photocell
 Ă Available in 60-300W and a variety of color 
temperatures

 Ă Arm, slip fitter or trunnion mount
 Ă IP65 rated to resist dust and water intrusion

R G B  WA L L  WA S H E R S 
W I T H  CO N T R O L S

 Ă Ideal solution for il luminating signs and 
highlight building features

 Ă Control colors for a stand-out image   
(DMX512 compatible)

 Ă Available in 20” and 40” sections and can  
be daisy chained 

R OTATA B L E  WA L L  PAC K
 Ă Rotating design allows user to direct the light
 Ă 60W-120W have two separate segments to 
independently move the light

 Ă IP65 rated to resist dust and water intrusion

© 2019 US Luminaire. All Rights Reserved. US Luminaire images and marketing 
materials are protected by various patents, copyrights and/or trademarks.


